
IP66 Rated All Weatherproof ‘Intelligent’ Screens 
The number one name for outdoor screens
Watch TV outside, disseminate information, create a revenue stream 
Relied on for use in prime locations by individuals, local and multi-national companies 

The premier system for the outdoor delivery 
of: Sports, Information, Advertising,  
Film and Television
They open up a whole new  
market, customer and audience! 
3 Tested under extreme conditions 
3 Used under extreme conditions 
3 Sizes
b: 26”, 32”, 42”, 46”, 55”, 65”, 75” & 82” 
     both in Standard & High Brightness

Relied upon and ideal for…. 
3 Hotel & Hospitality 
3 Pubs, Bars and Nightclubs 
3 Education 
3 Garden Centres 
3 Stadiums 
3 Swimming Pools 
3 Golf Courses 
3 Wildlife Parks 
3 Vehicle Advertising & Vending 
3 Museums, Zoos and Visitor Attractions 
3 Retail / Shopping Malls
3 Museums, Zoos and Visitor Attractions 
3 Retail / Shopping Malls

Aqualite 
Outdoor Screens
You’re in control!

Theme Parks & Zoos          Pubs& Clubs Education         Nautical

KEY FEATURES

• Standard Brightness - 500cd/m2

• High Brightness -1500cd/m2

• Optional In-built Windows PC – Refresh your content remotely
via the internet

• In-built Digital TV Tuner

• Wide viewing angle - 170°

• Working temperature - 30⁰C/-22ºF  to + 67⁰C/152ºF

• Working humidity - 10% - 90%

• Toughened tempered glass

AVAILABLE NOW! See SKU’s overleaf
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KEY BENEFITS 
• Opens up a whole NEW type of customer audience

i.e. “Outdoors” and creates a revenue stream

• Works outside 24/7 whatever the weather

• Update information in “Real-Time” using either the in-built
Wi-Fi enabled PC (Optional) or the hard-wired RJ45

• Effective Communication with your audience & improve
your corporate image

• Drive sales with a 24 hour sales lead generation assistant

• Customers will now have access to your complete business
portfolio or disseminated content

• Attact & hold customers attention at YOUR location-
increasing the opportunity for them to buy your product/
service and not your competitors

• Update staff on the key company messages therefore
creating a more informed & efficient workforce

Model/SKU  AQLH-32   AQLH-42  AQLH-46  AQLH-55  AQLH-65  AQLH-75 AQLH-82 

High Brightness  1500 Nits (cd/m2)  1500 Nits (cd/m2)  1500 Nits (cd/m2)  1500 Nits (cd/m2)  1500 Nits (cd/m2)  1500 Nits (cd/m2) 1 500 Nits (cd/m2) 

Model/SKU  AQLS-32   AQLS-42  AQLS-46  AQLS-55  AQLS-65  AQLS-75 AQLS-82 

Standard Brightness  500 Nits (cd/m2)  500 Nits (cd/m2)   500 Nits (cd/m2)  500 Nits (cd/m2)  500 Nits (cd/m2)  500 Nits (cd/m2)  500 Nits (cd/m2)  

LCD Panel  32inch  42inch  46inch 55inch  65inch  75inch  82inch

Resolution  All Models 1920x1080p  

Contrast Ratio  All Models  10,000:1

Response time  All Models  6 ms 

Viewing angle  All Models  170

Glass  All Models  Tempered AR glass 

IP Certificated  All Models  IP66

Power supply  All Models  100-240V 50-60Hz Plug UK/European/US - optional

Video standard All Models PAL/SECAM/NTSC (NTSC for US market)

Working temp  All Models  (- 30⁰C/-22ºF  to + 67⁰C/152ºF)   

Working humidity  All Models  10% - 90% 

Storage humidity All Models 5% ~ 95%

Storage temp All Models  (0ºC/32ºF ~ +60°C/140ºF) 

Speakers  All Models Yes (External removable)

Media support  All Models USB interface

Play format  All Models MPEG 1-4 & more     

Tuner format  All Models  DVB-T,DVB-T2,DVB-C,DVB-S2, ATV

Power Consumption >115 Watts >200 Watts >220Watts >260Watts >490Watts >850 Watts TBC

Standby mode 1.5Watts 0.5 Watts 0.5Watts 0.3Watts 0.5Watts 0.8Watts TBC

Control  All Models  IR & RS232* 

Boxed weight (AQLH)  44 Kgs 51 Kgs 56Kgs 88Kgs 127 Kgs 140Kgs 300Kgs

Net weight (AQLH)  34 Kgs 42Kgs 47Kgs 70Kgs 105Kgs 130Kgs 201Kgs

Boxed weight (AQLS)  39Kgs 48Kgs 53Kgs 85Kgs 105Kgs 130Kgs 300Kgs

Net weight (AQLS)  29Kgs 38Kgs 43Kgs 75Kgs 95Kgs 120Kgs 201Kgs

Box dimensions (mm)  L990xH710xD233 L1225xH855xD233 L1338xH919xD233 L1560xH1015xD233 L1780xH1150xD233 L1870.3xH1113.3xD137.5 L2500xH1500x350

Screen dimensions (mm)  L866xH581xD138 L1087xH685xD138 L1198.5xH749xD135 L1419xH844xD138 L1641xH976xD138 L2009xH1287xD233 L2011xH1182xD145

Inputs  All Models  HDMI, VGA, Component, RF(aerial), S-Video, Composite(RCA), Audio left/right (RCA), RS232,USB

Outputs  RS232   *Please note that all up to date RS232 functionality should be checked with manufacturer before purchase

Tested under extreme conditions

Used under extreme conditions

Internal PC Specifications. We can BESPOKE BUILD to any PC Specification! 
i3, i5, i7, or Celeron 
From 4 GB Ram 
120-GB Micro SSD Drive Kingston (UPGRADABLE to ANY SPECIFICATION) 
Output Ports:-2 x HDMI, 2 x USB, 1 x USB3, 1xSerial Port, Audio WG82574l Gigabit Ethernet 
2 x Optional Wi-Fi Antenna  
36W AC Adapter (internal) 

All with choice of Windows included as required

Specifications correct at time of going to press
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